
 

                                                                  Refrigeration - REFRIGERAZIONE  D - 9 
       F I G U R A                             MOD.         DIMENSIONI     Prezzo €       Kg. / m³                 CARATTERISTICHE 
 

                   Picture                         Dimensions         Price            Characteristics                

ARMADI FRIGORIFERI VENTILATI CON PORTE A VETRI - 1 TEMPERATUR A   - 70 - 
VENTILATED REFRIGERATORS WITH GLASSES DOORS - 1 TEMPERATURE      

Lt. 1200  -2°/+8°C  
KW 0,370  V 230/1N ~50Hz  

Lt. 1200  -18°/-20°C  
KW 0,950  V 230/1N ~50Hz  

RA1270.NVS 144x70x207 0,00 180 / 3,10 

RA1270.BVS 144x70x207 0,00 180 / 3,10 

Lt. 600  -2°/+8°C  
KW 0,370  V 230/1N ~50Hz  

Lt. 600  -18°/-20°C  
KW 0,706  V 230/1N ~50Hz  

RA1170.NVS 72x70x207 0,00 118 / 1,38 

RA1170.BVS 72x70x207 0,00 118 / 1,38 

ARMADI FRIGORIFERI VENTILATI AD UNA O DUE PORTE - 1 TEMPER ATURA  - 70 - 
VENTILATED REFRIGERATORS WITH ONE OR TWO DOORS - 1 TEMPERATURE      

Lt. 1200  -2°/+8°C  
KW 0,370 - V 230/1N ~50Hz  

Lt. 1200  -18°/-20°C  
KW 0,950 - V 230/1N ~50Hz  

RA1270.NS 144x70x207 0,00 180 / 3,10 

RA1270.BS 144x70x207 0,00 180 / 3,10 

Lt. 600  -2°/+8°C  
KW 0,370  V 230/1N ~50Hz  

Lt. 600  -18°/-20°C  
KW 0,706  V 230/1N ~50Hz  

RA1170.NS 72x70x207 0,00 106 / 1,38 

RA1170.BS 72x70x207 0,00 106 / 1,38 

Serie  
 

Series 

Listino / Price List  -  10/2015 

ARMADI FRIGORIFERI VENTILATI AD UNA PORTA - 1 TEMPERATURA   - 80 - 
VENTILATED REFRIGERATORS WITH ONE DOOR - 1 TEMPERATURE      

ARMADI FRIGORIFERI VENTILATI A DUE PORTE - 1 TEMPERATURA   - 80 - 
VENTILATED REFRIGERATORS WITH TWO DOORS - 1 TEMPERATURE      

Lt. 700  -20°/-10°C  
KW 0,485  V 230/1N ~50Hz  

RA1183.BA 74x81x209 0,00 116 / 1,39 

Lt. 700  +2°/+7°C  
KW 0,227  V 230/1N ~50Hz  

Lt. 700  -2°/+7°C  
KW 0,227  V 230/1N ~50Hz  

RA1183.AA 74x81x209 0,00 113 / 1,39 

RA1183.NA 74x81x209 0,00 113 / 1,39 

Esterni in PET - Interni Acciao e Alluminio  
PET External - Steel/Aluminium Inside 

Lt. 1400  -20°/-10°C  
KW 0,615  V 230/1N ~50Hz  

RA1283.BA 147x81x209 0,00 235 / 2,72 

Lt. 1400  +2°/+7°C  
KW 0,323  V 230/1N ~50Hz  

Lt. 1400  -2°/+7°C  
KW 0,323  V 230/1N ~50Hz  

RA1283.AA 147x81x209 0,00 230 / 2,72 

RA1283.NA 147x81x209 0,00 230 / 2,72 

Esterni in PET - Interni Acciao e Alluminio  
PET External - Steel/Aluminium Inside 

R
ef

rig
er

at
io

n 
-  R

E
F

R
IG

E
R

A
Z

IO
N

E
 

d 


